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1) 5555 MHz
a)-55.221 dB
b)-0.03 dB

2) 5913 MHz
a)-2.065 dB
b)-20.052 dB

3) 5925 MHz
a)-2 dB
b)-25.879 dB
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a)-2.054 dB
b)-19.832 dB

5) 6295 MHz
a)-49.382 dB
b)-0.037 dB
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DWG. NO. 83119062

1.0 Electrical Specifications

No. Characteristics Unit Typical Minimum Maximum
1.1 Center Frequency Mhz 5925
1.2 1.0 dBc Bandwidth Mhz 24
1.3 Insertion Loss at 5925 MHz dB 25
14 VSWR in Bandpass dB -15
From DC to 5.555 GHz dB 40
1.5 Attenuation
From 6.295 to 11GHz dB 40 GOAL
1.6 Ripple in Bandpass dB 0.5
1.7 Maximum Input Power (Average) Watts 1
1.8 Maximum Input Power (Peak) Watts 2
2.0 Environmental Specifications
2.1 Temperature range (operating) -40°C to +85°C
2.2 Vibration 5 G's max.
23 Shock 15 G's max.
2.4 Humidity 90% Relative
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DWG. NO. 83119062

3.0 Mechanical Specifications
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Material: Nickel silver 7 77"/ INPUT/OUTPUT

Finish: Tin/Nickel

Unless otherwise noted
Tol. are: inch [mm]
XX £ 0.020 [0.508]
XXX £ 0.010 [0.254]
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