BPX915-10A1

UHF Band Ceramic Filter
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+ Low Insertion Loss
+ High Attenuation

« Compact Size

« Surface Mount

Electrical Specifications

Descriptions

Rev 1 — Revision Date: June 13,2017

Surface mount ceramic bandpass filter developed

for UHF band applications.

MCV-Microwave

S/N:

Parameter Unit Specification
Center Frequency MHz 915
Passband Frequency Range MHz 910 ~ 920
Insertion Loss in Passband dB 3.5 max
Ripple in Passband dB 1.0 max
S e LS o
20.0 min @ 894MHz

Attenuation at Reject Band dB 40.0 min @ 850MHz

35.0 min @ 1800~1900MHz
Power Handling watt 3.0CwW
In/Out Impedance Ohm 50
Operating Temperature °C -40 ~ +85
Dimensions inch 0.75x0.6x0.15 (L x W x H)

Mechanical Drawing

P/M:
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BPX915-10A1

UHF Band Ceramic Filter

Electrical Response

CH1 5y 1&M log MAG
CHZ Sz &M log MAG

S dB~
g dB~

13

REF @ dBE
REF @ dE

Rev 1 — Revision Date: June 13,2017

Jun 2817 11:25:33

5 -.9787 dB
5¢ =1.9-502 «dB

hp
FRm

95@. 48 @R MHz

Cor

'3 TN

1 48 dB
1

B MHz

2 46 dR

o MHz

g2 dBb
4 MH=

\g s

B wH2

/

PRm

Cor

L1
S

START 208 . B85

CHL S5y
CHZ Sz

log MAG
log MAG

GaE MHz

5 dB~
1@ dB~

STO

13 Jun 2817

REF @ dB
REF @ dBE

Pl B8, B0 B88 MHz

11:52: 27
5:-.8277 dB
S —41.844 dE

bp
FPRm

S88. gaa aaa MHz

c?

l]-28_4

91

15 dB
S MRz

13 dB

g
\

I
==

1—-1.84g
S5

4 TH=z
46 dB

B 7MH=z
Ly

i

|- 899

& cfZ

5
Ly
v

»f’;IAJJFJf’;PJd_ér_

PREm

=gt

2 Az

c

=16
o

L

- M

BE dB
4 TIHz

e
1.8 GH

53 _dB
z

START EQE.0E0 @80 MHz

Document No. 008-0256-0

STOP 2 @8B. 8dug diB MHz

Page 2 of 2

Rev X456

MCV MICROWAVE | 6349 NANCY RIDGE DRIVE, SAN DIEGO, CA 92121

| 858.450.0468 | www.mcv-microwave.com



