
 DCCM763-793-10A1 
 LTE Cavity Duplexer  

 Rev 1– Revision Date: May 24, 2018 

Document No. 008-0256-0 Page 1 of 1 Rev X456 
MCV MICROWAVE   |   11307 TRUSSUM POND ROAD, LAUREL, DE 19956   |   302.877.8079   |   www.mcv-microwave.com  

 

 

Features    
• Low Insertion Loss 
• High Attenuation 
• Ultra-Low PIM 
• Connector Mount 

 

Descriptions 
Connector mount low PIM cavity duplexer 
developed for LTE band-14 applications.  

 

Electrical Specifications  

Parameter Unit 
Specification 

LOW(RX) HIGH(TX) 

Center Frequency MHz 763 793 

Passband Frequency Range MHz Fc ±5 min (758~768 MHz) Fc ±5 min (788~798 MHz) 

Insertion Loss in Passband dB 1.0 max 1.0 max 

Ripple in Passband dB 0.5 max 0.5 max 

Return Loss (VSWR) in 
Passband 

dB 20.0 min 20.0 min 

Attenuation dB 85 min @ 788~798 MHz 85 min @ 758~768 MHz 

PIM dBc 170 min (2 tones 43dBm) 

Power Handling Watt 150 CW max 1200 peak 

In/Out Impedance Ohm 50 

Operating Temperature oC -10 ~ +65 

Dimensions mm 190 x 145 x 56 (L x W x H) 

Connectors - 7/16 DIN @com Port, N-female @ TX/RX Ports 

RoHS - Yes 
 

 

Mechanical Drawing 
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