DDCC1880-1960-60B1

LTE Band-2 Cavity Duplexer
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Features
» Low Insertion Loss
+ High Attenuation
« Low PIM
+ Dual Duplexers

Electrical Specifications

Rev 1- Revision Date: August 29, 2016

Descriptions
Connectorized dual cavity duplexer developed for
LTE band applications.

) Specification
Parameter Unit
LOW HIGH
Center Frequency MHz 1880 1960
Passband Frequency Range MHz 1850 ~ 1910 1930 ~ 1990
Insertion Loss in Passband dB 0.8 max 0.8 max
Ripple in Passband dB 0.5 max 0.5 max
Return Loss (VSWR) in B 18 min 18 min
Passband
Attenuation dB 25 min @1930 ~ 1990MHz 25 min @1850 ~ 1910MHz
PIMD dBc 140 min @ 40dBm 2Tone
Power Handling Watt 50 CW max
In/Out Impedance Ohm 50
Operating Temperature °C -40 ~ +85
Dimensions mm 118.5x130x 21 (Lx W x H)
RoHS - Yes
Mechanical Drawing
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Electrical Response

7.29 1: 1850000 GH:z  |-31.22 4B
R 1 3 1910000 GHz  |-32.45 4B

2B i & 1920000 GHz  |-24.71 4B
2 4 1.990000 GHz  |-33.41 4B

1 1.850000 GHz 90,3229 4B

1261 i & 1910000 GHz 04913 dR
i 3 } Az [-4513 dB|
/\ 3 [ 4 1.930000 GHz  |-47.16dB

278 1: 1.850000 GHz  |-35.69 dB
' & 1910000 GHz  |-32.92 dB
/ \ \ f * 1.930000 GHz L.5786dB

19 E V\ 4 1.990000 GHz  0.3149 4B

-42 61 /
G261 P

B2.E1 \

™,

U

-H261 i

-:3;%
_'_'m-b? ]
1

-f2E1

9261
Ch1: Start 1.60000 GHz =————=— Stop 2.24000 GHz

7.39 dB521 1 1.880000 GHz [-30.87 dB
2 1.910000 GHz  |-28.47 dB
2B £ 1.930000 GHz  [-25.62 dE|
4
1
2

1.930000 GHz  [-29.14 4B
1.850000 GHz  |-40.62 dB

3 4\
ER N
| 1910000 GHz _[-485048
1261 \ /T%uw: ETAELE

— [

4| 1990000 GHz {0.4126 dB
1.850000 GHz  40.3653 dB

2261 { 2 1.9100p0 GHz {15608 dB
3
4

3281 \ I
-42 81 /l}' / \(
02 61 / g\

E2E1 e

v

1.930000 GHz  |-25.17 dB
1.930000 GHz  |-26.27 dB

J{ N
S

I -

_:gf;;j}

726 Wv"" \ [ |
B2 61 Unu
42 61
Ch1: Start 1.60000 GHz ——— Stop 224000 GHz
Document No. 008-0256-0 Page 2 of 2 Rev X456

MCV MICROWAVE | 6349 NANCY RIDGE DRIVE, SAN DIEGO, CA 92121 | 858.450.0468 | www.mcv-microwave.com



