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Features    
• Low Insertion Loss 
• High Attenuation 
• Compact Size 
• SMA Connector Mount 

 

Descriptions 
SMA connector mount cavity diplexer with couplers 
developed for LTE band-2 applications.  

 

 

Electrical Specifications  

ParameterParameterParameterParameter    UnitUnitUnitUnit    
SpecificationSpecificationSpecificationSpecification    

Port 2Port 2Port 2Port 2    Port 3Port 3Port 3Port 3    Port 4Port 4Port 4Port 4    Port 5Port 5Port 5Port 5    

Center 
Frequency 

MHz 1960 1880 1960 1880 

Passband 
Frequency 
Range 

MHz 1930~1990 1850~1910 1930~1990 1850~1910 

Insertion Loss in 
Passband 

dB 1.8 max 4.35 max 11.5 max 4.35 max 

Return Loss in 
Passband 

dB 18.0 min @ Port 1, 2, 3; 14.0 min @ Port 4, 5 

Attenuation dB 75min@1850~1910 55min@1930~1990 75min@1850~1910    55min@1930~1990 

Group Delay ns 
± 2 typ Port 2 to Port 4 delay VS Port 2 to Port 1 delay                                                                    
± 2 typ Port 3 to Port 5 delay VS Port 3 to Port 1 delay 

Power Handling Watt 10 CW max 

In/Out 
Impedance 

Ohm 50 

Operating 
Temperature 

oC -40 ~ +85 

Connectors - SMA-Female @ All Ports 

Dimensions mm 160 x 120 x 26(L x W x H) 

RoHS - Yes 
 

 

Mechanical Drawing 

 

 


