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ATTENUATORS 

• Wideband - Covers 600 to 6000 MHz  

• Attenuation Values from 3 to 40 dB 

• Low PIM Device, -160 dBc 

• Weatherization to IP-67 

• IBWave Supported 

 
 

MCV Model Number AT3 AT6 AT10 AT15 AT20 AT30 AT40 

Electrical 
Frequency Range (MHz) 600-6000 

Attenuation Value (dB) 3±1.5 6±1.6 10±1.8 15±2.0 20±2.5 30±2.8 40±3.0 

Return Loss / VSWR 16 dB Min (1.35:1) 

Power Rating (W) 100 

3rd PIM (dBc) ≤-160 (43dBm*2) 

Impedance (Ω) 50 

Mechanical 
Connector Type See Options Below 

Dimension (mm) 128×90×73.5 (5.04×3.54×2.89 in) 

Weight (kg) 2.5 

Finish Grey 

Environmental 

Temperature Range (℃) -25 ~ +65 

IP Class IP67（Outdoor） 

Humidity ≤95% 

 
Connector Options Available 

• 4.3-10.0 Female (Add -43F to Model Number) 

• 4.3-10.0 Male (Add -43M to Model Number) 

• 7/16 DIN Female (Add -DF to Model Number) 

• 7/16 DIN Male (Add -DM to Model Number) 
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Outline Drawing AT Series Attenuators 
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