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Electrical Specification 
 

Parameter specifications 

 CH1 CH2 CH3 CH4 

Center freq. 1882.5MHz 1962.5MHz 1732.5MHz 2132.5MHz 

Band width 65MHz 65MHz 45MHz 45MHz 

Insertion Loss 4.5dB max 5.3dB max  1.9dB max 1.8dB max 

Ripple 2.6dB max 3.1dB max 0.6dB max 0.5dB max 

Return Loss 15dB min 15dB min 15dB min 15dB min 

 

 

Attenuation 

70dB @DC~850 63dB @DC~1845 55dB @600~1000 55dB @600~1000 

5dB @1919~1927 63dB@1850~1864 50dB @1850~1910 50dB @1850~1910 

45dB @1930~1995 55dB@1866~1915 52dB @1930~1990 58dB @1710~1755 

45dB @1998~2550 5dB @1920~1926 57dB @2110~2155  

Isolation 60dB @1710~1755; @1850~1915; @1930~1995; @2110~2115 

Crossover Isolation 60dB @1755~1850 

55dB @1915~1930 

60dB @1995~2110 

Input Power 3W max 

I/O Impedance 50 ohm 

Temp. Range -40� to 85 � 

RoHS Yes 
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Dimensions (unit: mm) 

ANT

2132 1732 1962 1882

3 1
4

3
2

5
8

9
5

1
0
5

.5

2
7

.7

7
3

1
0

3

 

          
Solder Pattern
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Simulation 

 

 


